




Thermal Mapping of Power Semiconductors in H-Bridge Circuit
Zhou, Dao; peng, yingzhou; Iannuzzo, Francesco; Hartmann, Michael; Blaabjerg, Frede
Published in:
Applied Sciences







Publisher's PDF, also known as Version of record
Link to publication from Aalborg University
Citation for published version (APA):
Zhou, D., peng, Y., Iannuzzo, F., Hartmann, M., & Blaabjerg, F. (2020). Thermal Mapping of Power
Semiconductors in H-Bridge Circuit. Applied Sciences, 10(12), 1-13. [4340].
https://doi.org/10.3390/app10124340
General rights
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright owners
and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights.
            ? Users may download and print one copy of any publication from the public portal for the purpose of private study or research.
            ? You may not further distribute the material or use it for any profit-making activity or commercial gain
            ? You may freely distribute the URL identifying the publication in the public portal ?
Take down policy
If you believe that this document breaches copyright please contact us at vbn@aub.aau.dk providing details, and we will remove access to
the work immediately and investigate your claim.




Thermal Mapping of Power Semiconductors in
H-Bridge Circuit †
Dao Zhou 1, Yingzhou Peng 1, Francesco Iannuzzo 1 , Michael Hartmann 2 and
Frede Blaabjerg 1,*
1 Department of Energy Technology, Aalborg University, 9220 Aalborg, Denmark; zda@et.aau.dk (D.Z.);
ype@et.aau.dk (Y.P.); fia@et.aau.dk (F.I.)
2 Department, Schneider Electric Power Drives GmbH, 1210 Vienna, Austria; michael.hartmann@se.com
* Correspondence: fbl@et.aau.dk
† This paper is an extended version of paper published in 13th IEEE International Conference on
Compatibility, Power Electronics, and Power Engineering (IEEE CPE-POWERENG 2019) held in
Soenderborg, Denmark, 23–25 April 2019.
Received: 30 April 2020; Accepted: 8 June 2020; Published: 24 June 2020


Abstract: In this paper, a universal H-bridge circuit is used as a loading emulator to investigate
the loss and thermal models of the power semiconductor. Based on its operation principle and
modulation method, the dominating factors’ (e.g., power factor, loading current, fundamental
frequency, and switching frequency) impact on the thermal stress of power semiconductors is
considerably evaluated. The junction temperature in terms of the mean value and its swing is verified
by using Piecewise Linear Electrical Circuit Simulation (PLECS) simulation and experimental setup.
It helps to allocate the loading condition in order to obtain the desired thermal stress.
Keywords: power semiconductor; loss dissipation; thermal stress
1. Introduction
Reliability and lifetime prediction of power converters have been a major research topic in the last
few decades, especially for locomotives, high-power drives, electric vehicles, and renewable energy
applications [1–3]. According to an industrial survey presented in [4], power semiconductor failures are
a dominant concern for the reliability of power converters. The main failures in power semiconductors
are caused by thermo-mechanical fatigue, and thus thermal analysis of the power converter is essential
for reliability testing in various applications.
Temperature cycling and power cycling are the two most common thermal acceleration approaches
used in assessing the reliability of the power device [5]. In temperature cycling, components are
periodically moved between cooling and heating chambers, where components are passively heated
up. During the power cycling, components are actively heated up by losses produced in the power
semiconductor and cooled down with the aid of cooling equipment. For the dc power cycling, a
constant dc current for a continuous period of time is considered in a dc circuit, which is simple and
easy for monitoring parameters. A specified load current is periodically applied to the insulated
gate bipolar transistor (IGBT), and the lower and higher temperature limits are the parameters to
be set initially by means of adjusting the loading current, turn-on and turn-off period and cooling
system [6,7]. This is one of the standard testing circuits, which ensures faster changes in temperature
due to the higher power losses. However, only the conduction loss is generated in this method, which is
inconsistent with the properties of these fast-switching power devices.
For the ac power cycling, a Pulse-Width Modulation (PWM) switching sequence is applied for a
time until the IGBT rises to the maximum temperature, and the device is switched off until it cools
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down to the minimum temperature [8–10]. As described in [10], a motor drive test circuit is established,
and a short period of overload current is applied to generate the high-temperature variation. Although
the failures are accelerated and occur in a low testing duration, the test is not as cost-effective, since the
fatigue issues of the motor and other electrical components exist simultaneously. The back-to-back
inverter configuration is proposed with an inductor in order to emulate the traction application [11].
With this arrangement, the system current is made to circulate between the two inverters so that each
can operate at their full power. Only the conduction and switching losses of the power devices are
provided by the dc power supply.
Even though the standard dc and ac testing methods can achieve the same thermal stress of the
power device, the heating source is different due to the fact that the switching loss only exists in
ac power cycling, which may result in various failure mechanisms of the power device. As the ac
power cycling mimics realistic conditions of the power devices and emulates various applications by
reconfiguring control objectives of the testing and loading legs [12], some research efforts are devoted
to the H-bridge testing circuit [13–18]. In the real application, as the power device is normally selected
with around two times the current margin, it makes the power device quite robust and will take years of
time before the wear-out aging occurs. In contrast, if the H-bridge circuit is selected, the loading current
through the device can be equal or even higher than the maximum loading current, which accelerates
device aging much sooner. However, the operation principle of this circuit has not been well described.
Moreover, the relationship between the loading condition and the junction temperature of the power
semiconductor is not accurately established. In order to fill this research gap, the loss dissipation and
thermal stress of the power devices are investigated in detail in this paper. The dominant factors
(e.g., power factor, current amplitude, fundamental frequency, switching frequency) are considered,
which can serve as the guideline of the loading condition for the desired thermal stress.
The rest of the paper is organized as follows. Section 2 introduces the basic operation principle
of the H-bridge circuit. The loss and thermal models of the power semiconductor are described in
Section 3. Section 4 verifies the loss dissipation and junction temperature in both the simulation and
experimental setup. Some conclusions are drawn in Section 5.
2. Operation Principle of H-Bridge Circuit
For the grid-tied converter used in renewable energy systems, the loading of the power devices is
dominated by the grid requirements (e.g., active and reactive power). In respect to the power converter
applied in generator/motor control, the generated current is tightly dependent upon the machine
characteristic. Thus, regardless of the converter applications, its loading can simply be considered as a
controlled current source.
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Figure 1. Configuration of H-bridge circuit and phasor diagram between test leg and load leg. (a) 
Single-phase H-bridge circuit. (b) Phasor diagram in the case of inverter mode. (c) Phasor diagram in 
the case of rectifier mode. 
A single-phase H-bridge circuit is shown in Figure 1a, which consists of a test leg and a load leg. 
An inductor in between is needed for the circuit operation. The test leg provides the reference voltage, 


























Figure 1. Configuration of H-bridge circuit and phasor diagram between test leg and load leg.
(a) Single-phase H-bridge circuit. (b) Phasor diagram in the case of inverter mode. (c) Phasor diagram
in the case of rectifier mode.
A single-phase H-bridge circuit is shown in Figure 1a, which consists of a test leg and a load leg.
An inductor in between is needed for the circuit operation. The test leg provides the reference voltage,
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while the load leg imitates the loading feature, supplying resistive, inductive or capacitive loading
conditions. Consequently, the current flowing through the test leg can be regulated freely. According
to the Kirchhoff voltage law, the relationship between the output voltage of the test leg Ute and the
load leg Ulo can be found as:
Ute = Ulo + UL f (1)
where UL f is the voltage drop across the filter inductor Lf.
For typical operation conditions, the converter under the inverter mode and the rectifier mode
are shown in Figure 1b,c. In the case of the inverter mode, the loading current Ilo is in the opposite
direction to the reference voltage Ute. The amplitude of the load voltage Ulo becomes slightly higher
and lags the reference voltage with ϕu. Similarly, in the case of the rectifier mode, the loading current
is in phase with the reference voltage, which results in the leading load voltage.
According to the modulation scheme of the test and load legs in [18], the switching period can be
divided into five stages. As shown in Figure 2, the activation status of power switches is described
in detail, where both the positive and negative currents are considered. For the inverter mode, it is
obvious that T1 and T4 conduct depending on the direction of loading current. Besides, the inductor
current increases in stages 2 and 4, but it maintains the same in the rest of the period. Similarly,
the loading current flowing through the power devices during rectifier mode is presented in Figure 2b.
At different directions of the loading current, the conducting devices change to the complementary
switches at all stages.
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Figure 2. Activated power switches at various operation modes. (a) Inverter mode. (b) Rectifier mode.
Regardless of the current direction, it is evident that the turn-on and turn-off loss of the IGBT,
and reverse-recovery loss of the diode happen once during a switching period. Moreover, in the case of
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the inverter mode, the IGBTs T1 and T4 are primarily conducting. However, in the case of the rectifier
mode, the diodes D1 and D4 conduct mainly. Consequently, the conduction loss is dominated by the
IGBT in the inverter mode but by the diode in the rectifier mode.
3. Loss Dissipation and Junction Temperature of Power Devices
By knowing the current distribution between the IGBT and freewheeling diode within a
fundamental period, their loss dissipation can be calculated analytically. According to the thermal
impedance of the power devices and cooling method, the junction temperature can be estimated
as well.
3.1. Loss Dissipation
As the power loss is symmetrically distributed among the upper and lower switches in the
two-level power converter, the upper IGBT T1 and lower diode D4 are selected as an example.
Under the steady-state operation, the loading current flowing through the upper IGBT T1 and lower
diode D4 is described in Figure 3. It is noted that Ilo_T and Ilo_D indicate the loading current through
the IGBT and diode, Pcon_T and Pcon_D indicate the power loss of the IGBT and diode, and Esw_T and
Esw_D indicate the switching energy for the IGBT and diode, respectively. Due to the direction of the
loading current, both the IGBT and the diode conducts only half of the fundamental period Tf. Within
a switching period Tsw, as the loading current commutes from D4 to T1 once, the conduction losses
and switching losses are generated in both the IGBT and the diode. Due to the fact that the sinusoidal
loading current induces different dissipations in every switching period, the average power loss can be
calculated, which is accumulated from each switching pattern during a fundamental period.
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As the turn-on energies Eon and turn-off energies Eoff of the IGBT can be described as a polynomial
function [20], where aT denotes the zero-polynomial term, bT denotes the linear term, and cT denotes
the quadratic term,
Esw_T(t) = Eon(t) + Eo f f (t) =
Vdc
Vdc∗
(aT + bTIm(t) + cTIm2(t)) (6)




















where fsw denotes the switching frequency, Vdc denotes dc-bus voltage, and Vdc* denotes the dc-bus
voltage under the testing condition.
Similarly, the recovery energy of the diode Err can be described as a polynomial function,
Esw_D(t) = Err(t) =
Vdc
Vdc∗
(aD + bDIm(t) + cDIm2(t)) (8)
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3.2. Junction Temperaute Estimation 
The thermal stress of the power devices is usually determined by the thermal parameters of the 
power module itself (from junction to case), the Thermal Interface Material (TIM), and the cooling 
method. A typical thermal model of the power module is graphically depicted in Figure 4. It can be 
seen that the power switches share the common cooling system, since these power devices are located 
in the same housing of the IGBT module. 
Generally, the thermal time constant of the cooling system is from dozens of seconds to 
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3.2. Junction Temperaute Estimation
The thermal stress of the power devices is usually determined by the thermal parameters of the
power module itself (from junction to case), the Thermal Interface Material (TIM), and the cooling
method. A typical thermal model of the power module is graphically depicted in Figure 4. It can be
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seen that the power switches share the common cooling system, since these power devices are located
in the same housing of the IGBT module.
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fundamental frequency.
Generally, the thermal time constant of the cooling system is from dozens of seconds to hundreds
of seconds, while the thermal time constant of the power device is hundreds of milliseconds. On the
other hand, the maximum fundamental period of the converter current is around several seconds,
which implies that the thermal cycling caused by the cooling can almost be neglected [21,22]. As a result,
for the steady-state analysis, the thermal model of the cooling method will only affect the mean junction
temperature, but has no effect on the junction temperature fluctuation.
Consequently, the mean junction temperature Tjm can be calculated as,
T jm_T/D = PT/D · (
4∑
i=1
RthJC_T/D(i)+RthCH_T/D) + TH (10)
Within a fundamental period, the junction temperature fluctuation is caused by half-cycle
conduction and half-cycle blocking of the power semiconductor. Assuming the periodic pulse power
loss, the junction temperature fluctuation dTj can be calculated as [19],















In Equation (10), RthJC, RthCH denote the thermal resistance from the junction to case of the power
module, and the TIM, respectively. Subscripts T and D denote the IGBT and the freewheeling diode,
where subscripts i denotes a four-layer Foster structure for the power module. P is the power loss
of each power semiconductor, and TH is the heatsink temperature. In Equation (11), tp denotes the
fundamental period of the current, ton denotes a half of fundamental period, and τ denotes the thermal
time constant of each Foster layer.
4. Thermal Stresses of Power Devices at Various Loading Conditions
In this section, the factors that affect the thermal loading of the power devices are investigated.
Then, their loss dissipation and thermal stresses are analytically calculated and compared with the
simulation and experimental results.
4.1. Dominating Factors for Device Loading
The key parameters of the power converter are listed in Table 1, where a 1200 V/50 A power
module with a maximum junction temperature of 150 ◦C is selected for both the test and load legs [23].
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The converter under the inverter mode, i.e., the Power Factor (PF) equals −1, is regarded as the
rated condition. Moreover, the rated current, fundamental frequency, and switching frequency are
summarized in Table 1 as well. The rated peak current of 20 A and the dc-link voltage of 400 V are
selected in order to leave the sufficient current and voltage margin. Moreover, the selection of the filter
inductor and the switching frequency are determined by the current ripple requirement.
Table 1. Parameters and Rated Condition of Converter.
Rating of Power Device 1200 V/50 A
Filter inductor Lf 300 µH
DC-link voltage Vdc 400 V
Rated power factor PF −1
Rated peak current Ilo 20 A
Rated fundamental frequency f1 10 Hz
Rated switching frequency fsw 10 kHz
As this configuration is able to emulate various loading conditions, the impact of different power
factors, peak current, fundamental frequencies, and switching frequencies on the loss dissipation and
thermal stress of the power devices can be evaluated. In the case of various power factors, the PF of
−1, 1, and 0 indicates the converter operating as the inverter, rectifier, and reactive power generator.
With the parameters of loss and thermal models of power semiconductors listed in Table 2, the loss
dissipation and thermal stress of the IGBT and the diode is presented in Figure 5. It is noted that the
conduction loss changes between the IGBT and the diode, while the switching loss remains the same.
The conduction loss of the IGBT is dominant in the inverter mode, but the conduction loss of the diode
prevails in the rectifier mode. As a result, the mean junction temperature and the junction temperature
swing of the IGBT and the diode changes in accordance with their loss dissipation.
Table 2. Parameters Used in Loss Model and Thermal Model of Power Semiconductors [23].
IGBT Diode
Loss model
VCE @ 50 A, Tj = 150 ◦C (V) 2.25 /
VF @ 50 A, Tj = 150 ◦C (V) / 1.65
Eon @ 50 A, Tj = 150 ◦C (mJ) 7.7 /
Eoff @ 50 A, Tj = 150 ◦C (mJ) 4.8 /
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To investigate the impact of various loading currents, the current amplitude of 20 A, 10 A, and 5 A
are used. As shown in Figure 6, it is obvious that the smaller loading current, the lighter conduction
and switching losses in both the IGBT and diode. Accordingly, their mean junction temperature and
the junction temperature swing are lower.
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In the case of various fundamental frequencies, the loss dissipation and thermal stress of the
power devices are shown in Figure 7. It can be seen that, regardless of the different fundamental
frequencies, the loss breakdown and the mean junction temperature of the power semiconductors stay
the same. However, the smaller fundamental frequency causes the higher junction temperature swing
due to its sensitivity to the thermal constant of the power module.
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Figure 7. Impact of various fundamental frequencies (f1) on power module. (a) Loss dissipation.
(b) Mean ju ction temperature. (c) Ju ction temperature swing.
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The dependence on the switching frequency is depicted in Figure 8. It is noted that the switching
loss is in line with the switching frequency, in which the switching frequency at 15 kHz has the highest
switching loss in the IGBT and in the diode.
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4.2. Simulation and Experimental Verification
Consistent with the converter parameters listed in Table 1, the simulation can be carried out
by using PLECS (Piecewise Linear Electrical Circuit Simulation), a software tool for system-level
simulations of electrical circuits developed by Plexim [24]. For the inverter and rectifier modes,
the power loss and junction temperature of the IGBT and the diode are shown in Figure 9a,b,
respectively. In the case of the inverter mode, the IGBT is the most stressed. It can be observed that the
average loss dissipation consumes 20.7 W, and the junction temperature fluctuates between 53.8 and
67.7 ◦C. Nevertheless, the diode becomes the most stressed under the rectifier mode, with the average
power loss of 12.3 W and the temperature swing of 10.5 ◦C.
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Figure 9. Los dis ipation and junction temperature of IGBT and iode with fundamental frequency of
10 Hz and switching frequ ncy of 10 kHz. (a) Inverter mode. (b) Rectifier mode.
In respect to the experimental setup, the control scheme of the test and load legs is shown in
Figure 10a. By using the open-loop control, the driving signal of the test leg is generated from the
required voltage profile. However, the driving signal of the load leg is produced by using a closed-loop
control of the loading current. The photo of the experimental setup is shown in Figure 10b. It is
worthwhile to mention that the control scheme is realized by means of a TI Digital Signal Processor
(DSP) TMS320F28335 [25]. The loading current is measured by using the ADC module, while the PWM
signals are generated by using ePWM module.
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Figure 10. Experimental setup of -bridge circ it. (a) Control block iagra . (b) Photo of
experimental setup.
For the junction temperature measurement, the temperature swing is fluctuated within a
fundamental period of 100 ms in this case study. The bandwidth of the temperature response needs
to be fast, where the fiber-optical thermometer and thermographic camera are typical alternatives.
In addition, both of them are capable to provide the electromagnetic isolation, which is preferred by the
fast-switching transistors. To prepare the power modules for the thermographic camera, the dielectric
gel needs to be removed, and then high-temperature material is painted across the chip surface in order
to achieve the consistent emissivity. For the fiber-optical thermometer, the chip surface of the IGBT
can be accessed without the removal of the dielectric gel, which reserves the function of the voltage
isolation. Based on the temperature dependence of the band gap of the sensing material, a miniature
spectrometer provides a spectrum with the position of the band edge, from which the temperature
is calculated. A thermal fiber monitoring system from OpSens is applied, and the OTG-F sensor is
selected due to the fastest response time of 5 ms [26].
As shown in Figure 11, the converter can be operated in either the inverter or rectifier mode. It is
noted that the peak loading current is 20 A, the fundamental frequency is 10 Hz, and the switching
frequency is 10 kHz. Besides, the heatsink temperature of the power module is controlled at 20 ◦C
by using the refrigerated circulator, which indicates that the boundary condition of the experiment is
exactly the same with the simulation. In the case of the inverter mode, the loading current is expected
to be out of phase with the phase voltage. In respect of the junction temperature, it is noted that the
temperature fluctuates with the fundamental frequency of 10 Hz. Moreover, the IGBT is more stressed
compared to the diode. In th case of the rectifier mode, it is vident that the loading current is in phase
with the phase voltage. Besides, the junction temperature of the diode is more stressed compared to the
inverter mode, which is consistent with the analytical calculation. The detail thermal stress comparison
between the simulation and experiment is listed in Table 3. It can be seen that, even though the inverter
and rectifier modes can alter loss dissipation between the IGBT and the diode, the simulated thermal
stress of both the IGBT and the diode is higher than in the experiment. This is because the loss curves
of the power device are inherited from the datasheet, but are not accurately characterized by using
the experimental setup. Moreover, the thermal impedance of the power module itself and cooling
solutions also needs better characterization.
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Table 3. Thermal Stress Comparison between Simulation (Sim.) and Experiment (Exp.).
IGBT Diode






53.8~67.7 43.9~46.9 / 50.1~56.1 40.8~41.3 /
Mean temperature
(◦C) 60.8 45.4 15.4 53.1 41.1 12.0
Temperature






52.2~60.2 42.8~45.2 / 53.0~63.5 41.2~42.2 /
Mean temperature
(◦C) 57.2 44.0 13.2 58.3 41.7 16.6
Temperature
deviation (◦C) 10.0 2.4 7.6 10.5 1.0 9.5
5. Conclusions
In this paper, a H-bridge platform is presented with the aim of emulating various loading conditions
of a power converter (e.g., resistive, inductive and capacitive load). The basic operation principle and
modulation scheme have been presented, both in the case of inverter and rectifier operations. Loss
and thermal models of power semiconductors have been presented and discussed, including the key
influential factors like power factor, loading current, fundamental frequency, and switching frequency.
An experimental validation of the predicted losses is performed via measuring the semiconductors’
junction temperature via optical fibers. As an important outcome, loading conditions can be adjusted
in order to obtain an arbitrary thermal stress. Furthermore, the test leg of the converter is able to
operate with the desired power factor, operational frequency, and current loading. It can serve as an
Appl. Sci. 2020, 10, 4340 12 of 13
emulator to mimic the power converter oriented for the adjustable speed drive of machinery, grid-tied
applications of PV/wind power inverter, etc.
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